Parameter Loader for AccuFrac+ Series Release Notes
Version 2.1.2 Released October 15, 2018
· Fixed get and set IP address methods for Hydrator electric motor controller.

Version 2.1.1 Released October 5, 2018
· Fixed get and set IP address methods for Blender electric motor controller.

Version 2.0.0 Released MARCH 29, 2016
· Redesigned user interface.

· Added cancel feature for parameter loading/retrieving process.

· Added vacuum alarm limits to MC120-Mixer.

· Added max paddle (plus+1) command to Mc120-Mixer.

· Added vacuum alarm limits to Dry Gel Hydrator.

· Added Eductor (mix) water target flow rate to Dry Gel Hydrator.

· Added maximum target boost pump pressure to Twin Pump Process Controller.

· Added target boost pump pressure (auto mode) to Twin Pump Process Controller.

· Added maximum Boost Pump (plus+1) command to Twin Pump Process Controller.

· Updated the description text for the analog input channel of Hydraulic Oil Temperature in the parameter file, for Twin Pump Process Controller.

Version 1.8.0 Released DECEMBER 7, 2015
· Added support for MC120 Mixer.

· Added support for IPC Unicode version.

· Added support for IPC-Encrypted Unicode version.

· Added a feature to generate engine RPM J1939 message.

· Added a charting feature to visualize some of the Accufrac-Unit profiling results. 
Version 1.7.2 Released SEPTEMBER 2, 2015
· Added controller IP Address configuration feature IPC Controller.

Version 1.7.1 Released SEPTEMBER 1, 2015
· Added controller IP configuration feature for Twin Pump Process Controller.
Version 1.7.0 Released AUGUST 27, 2015
· Added support for Twin Pump Process Controller.

· Added description texts for Engine Type & Transmission Type in the IPC parameter file.

Version 1.6.0 Released MAY 7, 2015
· Added support for Hydrator Electric Motor Controller versions 1.1.0 and above.

· Added a help file for troubleshooting unit search failures.

· Fixed a defect related to the “Retry” operation when a transmission fails.

· Corrected an error which resulted in mistaken descriptions for IPC trip settings in the parameter XML file.

Version 1.5.0 Released MARCH 25, 2015
· Added support for Electric IPC versions 1.2.1 (to be released) and above.

· Added support for Blender Electric Motor Controller versions 1.1.0 (to be released) and above.

· Improved the readability of the parameter xml files by adding xml attributes and comments while keeping backward compatibility.
· Some enhancements to UI, e.g., the ‘About’ window, status bar, etc.
· Corrected a defect related to the transfer of Pump ID from Parameter Loader to the IPC controllers.

Version 1.4.0 Released JAN. 6, 2015
· Added support for Encrypted IPC.

· Added “soft shift enable” and “safety start enable” settings to the configuration file for the Encrypted IPC controller.

· Some defect fixes.

Version 1.3.0 Released OCT. 22, 2014
· Added support for AccuFrac+ Dry Gel Hydrators.

· Added support for AccuFrac+ 12-chemical Blenders.

· Added profiling feature to the AccuFrac+ 12-chemical Blenders.

· Added features of print preview, print, save, etc. of the displayed text. 

Version 1.2.1 Released FEB. 7, 2014
· Defect fixes, e.g., corrected the “sand absolute density” loading for Blenders, etc.
Version 1.2 Released JUNE 17, 2013
· Added a menu command to display the Ethernet board version of the Frac unit.
· Added a menu command to display the Multi-CAN module status of the Frac unit.

· Added a menu command to configure the IP address of the Frac unit.
Version 1.1 Released Nov. 15, 2012

· Added support for AccuFrac+ CAS & Hydrators (versions 3.8.0 & above).

· Added support for AccuFrac+ Intelligent Pump Control (versions 3.3.1 & above).
Version 1.0 Released Oct. 8, 2012
· Initial release.

· Supports AccuFrac+ Blenders (versions 3.8.1 & above).

